
ELSA  A03 
LIFT FOR CRANES
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Adaptable to the majority of tower crane 
designs.  
Fast and easy installation from inside the cage 
Versatile unit for both internal or external 
installation.
Overspeed safety brake  
Rack and pinion system

  
Gear motor with manual brake release 
Automatic rack greasing system Overload 
system  
Drive unit hot deep galvanized Emergency trap

  

 
Cage hot deep galvanized and aluminium  
Emergency siren  
Mast section hot deep galvanized 
Versatile ties sin ystem 
Cage door available sein veral types 
Adaptable Landing gate 
Ground enclosur

 

ave ailable 
Fully compliant with EN 81-43 

CHARACTERISTICS TECHNICAL DATA

Payload - 200kg
Int. cage dimensions - 800x650mm
Ext. cage dimensions with mast - 875x1260mm
Lifting speed - 24m/min
Everage speed with VFC - 0-40m/min
Max lifting height (ext. Installation) - 160m
Max lifting height (int. Installation) - 250m
Wall tie distance - 6m
Cable guide distance - 6m
No. of motors - 1x4kW
Power supply range - 220/380V-50Hz
Mast section type - Triangular
Total base unit weight - 600/800kg

Платформи БГ
Продажби и наем на подемни 

съоръжения
гр. София, ул. Московска 27

моб. номер 0877360060
sales@platfromi.bg www.platformi.bg




